This is an author produced version of a paper published in:
*Materials Science and Engineering: A*

Cronfa URL for this paper:
http://cronfa.swan.ac.uk/Record/cronfa29379

**Paper:**
http://dx.doi.org/10.1016/j.msea.2016.07.109

This article is brought to you by Swansea University. Any person downloading material is agreeing to abide by the terms of the repository licence. Authors are personally responsible for adhering to publisher restrictions or conditions. When uploading content they are required to comply with their publisher agreement and the SHERPA RoMEO database to judge whether or not it is copyright safe to add this version of the paper to this repository.  
http://www.swansea.ac.uk/iss/researchsupport/cronfa-support/
Erratum


Zakaria Abdallah a, Rengen Ding b, Nigel Martin c, Mark Dixon c, Martin Bache a

a Institute of Structural Materials, College of Engineering, Bay Campus, Swansea University, Swansea SA18EN, UK
b School of Metallurgy and Materials, University of Birmingham, Edgbaston, Birmingham B152TT, UK
c Rolls-Royce plc, P.O. Box 31, Derby DE248BJ, UK

The publisher regrets that there has been a mistake made in the body of the text. On page 621, the sentence beginning with “The beam direction is close to…” should read “The beam direction is close to [1 ̅1 0]…” and NOT “[1–10]”. This is not a citation to references but a slip plane system in materials science.

The publisher would like to apologise for any inconvenience caused.

DOI of original article: http://dx.doi.org/10.1016/j.msea.2016.07.109
E-mail address: z.a.m.abdallah@swansea.ac.uk (Z. Abdallah).