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Simulating eddy current sensor
outputs for blade tip timing

Nidhal Jamia1, Michael I Friswell1, Sami El-Borgi2 and Ralston Fernandes3

Abstract
Blade tip timing is a contactless method used to monitor the vibration of blades in rotating machinery. Blade vibration
and clearance are important diagnostic features for condition monitoring, including the detection of blade cracks. Eddy
current sensors are a practical choice for blade tip timing and have been used extensively. As the data requirements from
the timing measurement become more stringent and the systems become more complicated, including the use of multi-
ple sensors, the ability to fully understand and optimize the measurement system becomes more important. This
requires detailed modeling of eddy current sensors in the blade tip timing application; the current approaches often rely
on experimental trials. Existing simulations for eddy current sensors have not considered the particular case of a blade
rotating past the sensor. Hence, the novel aspect of this article is the development of a detailed quasi-static finite ele-
ment model of the electro-magnetic field to simulate the integrated measured output of the sensor. This model is
demonstrated by simulating the effect of tip clearance, blade geometry, and blade velocity on the output of the eddy cur-
rent sensor. This allows an understanding of the sources of error in the blade time of arrival estimate and hence insight
into the accuracy of the blade vibration measurement.
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Introduction

In recent years, the identification of damage in rotating
blades has been of great importance. Contact measure-
ment and data processing techniques have been pro-
posed to monitor the vibration of blades in the rotating
frame. One of the basic contact methods is the strain-
gauge system which appeared in the 1960s.1 This
approach involves mechanically attaching transducers
to the selected blades to provide vibration measure-
ments. This method has several shortcomings; it is time
consuming, is fragile with respect to the ability to with-
stand the gas turbine environment, and is restricted to
only few blades of the turbines. Therefore, many inves-
tigators have considered contactless diagnostic systems
to monitor blade vibrations in the rotating frame due
to the non-intrusive and easy installation of sensors
which allows prompt detection of potential cracks. One

of the well-known methods is the so-called blade tip-
timing (BTT) method, named also as the Non-Contact
Stress Measurement System (NSMS). The BTT method
is based on analyzing the time histories of single blades
with respect to the position of stationary sensors, called
the blade time of arrival (ToA). This is compared to
the speed of revolution which leads to the measurement
of vibrations since the blade ToA is influenced directly
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by the vibration amplitude and frequency. In addition
to the vibration measurement, further diagnostics to
detect cracks can be performed based on the measure-
ment of blade tip clearance (BTC), which is the dis-
tance separating the blade tip to the engine casing.
These measurements can also be provided by the blade-
tip sensors.

During the early 1970s, the first non-contact measure-
ment was introduced by Zablotskiy and colleagues2,3

based on their own device to measure vibration called
ELURA. Heath4 and Heath and Imregun5 extended the
Zablotskiy–Korostelev technique by providing a rigorous
and enhanced formulation to derive the blade arrival
times using optical laser probes. Several sensing technolo-
gies have been proposed to monitor blade positions in tur-
bomachinery relying on capacitance, inductance, optics,
microwaves, and eddy currents. Von Flotow et al.6 sum-
marized a variety of vibration blade monitoring technolo-
gies, and they pointed out the need to distinguish between
the effect of cracks and any other source of damage (e.g.
thermal expansion or centrifugal force) on the blade
lengthening measurements. In the last decade, Zielinski
and Ziller7–9 described several developments in non-
contact blade vibration measurement based on crack
detection techniques by illustrating various experimental
applications. Blade vibration measurement using capaci-
tance probes has also been investigated by Lawson and
Ivey10,11 due to the dual potential of this type of probe to
provide measurement for both tip clearance and tip tim-
ing. Due to its low cost and temperature resistivity, a sin-
gle optical probe was used by Kempe et al.12 in a
measurement system to present proof-of-principle mea-
surements for a novel tip-clearance measurement tech-
nique with high spatial and temporal resolution. In
addition, an improved capacitance probe has been used
extensively by major European gas turbine manufacturers
for high-temperature turbine applications and was
described by Sheard.13 He presented BTC measurement
techniques and laboratory experiments to explore probe
reliability at high temperature. Procházka and Vaněk14

illustrated a contactless diagnostic method to identify a
steam turbine blade’s strain, vibration, and damage. They
suggested an improved tip-timing method based on the
utilization of a diagnostic system (VDS-UT) and new
magneto-resistive sensors. Woike et al.15,16 outlined key
results and contributions from three different structural
health monitoring approaches using BTC sensors. Garcia
et al.17,18 tried to overcome several traditional shortcom-
ings of capacitive, inductive, and discharging probes in
measuring the blade tip timing and clearance in turbines.
Consequently, they proposed a probe based on a trifur-
cated bundle of optical fibers mounted on the turbine
casing. Based on their approach, the tip clearance mea-
surements and the blade tip timing were simultaneously
measured, leading to lower cost and time requirements.
More recently, Guo et al.19 established a model of the

BTT signal from a fiber bundle sensor. Based on simula-
tion results, they successfully eliminated the measurement
error caused by this change of the clearance between the
blade and the sensor using a variable gain amplifier to
amplify the signals to a similar level.

Many researchers have explored the potential of eddy
current sensors (ECS) to assess the health of an engine
without any need for direct access to the blade (e.g. the
possibility to monitor through the casing). ECS are also
insensitive to the presence of any type of contaminant
(e.g. fluid or high temperature). Both tip timing and tip
clearance of each blade could be measured by these sen-
sors in real time and at high resolution. However, some
limitations such as case thickness or material could be a
major obstacle in monitoring the system. Garcia-Martin
et al.20 provided a summary of the basics and important
variables of eddy current testing. They reviewed the state
of the art of eddy current testing for crack detection in a
variety of electrical conductive materials. In terms of
experimental studies investigating the eddy current
assessment of rotating systems, Lackner21 assembled a
test rig of three spinning test blades to test the ability of
ECS in a simulated gas turbine environment. Compared
to strain gauge data extracted from the test rig, he
showed that ECS could mitigate the drawbacks of other
types of sensors, such as optical or capacitive sensors.
Rahman and Marklein22 provided a numerical model of
ECS for an in-line assessment of hot wire steel. They
used a different numerical method with the aim to model
a nondestructive testing system. The arrival times of a
rotor blade based on ECS were measured by Chana and
Cardwell23 in various engine trials to evaluate the ability
of these sensors to detect pre-existing damage and to cap-
ture dynamic foreign object damage events. They demon-
strated that high-quality tip timing data could be
obtained from the experiments. Similarly, Cardwell
et al.24 pursued the prospect of using ECS for the mea-
surement of blade tip timing in rotor machinery. They
developed an improved ECS system through laboratory
tests to measure rotor blade arrival times. In addition,
Chana et al.25 evaluated the ability of an ECS and
Reasoner software system to isolate a crack propagated
in a cyclic engine and to predict its remaining useful life.
More recently, Mandache et al.26 developed pulsed eddy
current technology to monitor the health of the engine
through its casing based on blade tip displacement.
Using a simple 3-blade assembly, a ‘‘through the casing’’
transmit/receive pulsed eddy current probe was employed
to investigate variations in BTC, inter-blade spacing, and
blade twist/angle. An improved blade tip timing method
was proposed by Liu and Jiang.27 They introduced an
ECS to detect the torsional vibrations of the rotor.
Haase and Haase28 used through-the-case ECS to pres-
ent advances in tip clearance measurement systems for
turbine engines. Using a combination of ECS and optical
sensors, Guru et al.29 instrumented a low pressure
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turbine stage of a developmental aero engine to monitor
blade vibrations during engine tests. In terms of analyti-
cal modeling of eddy current field, Karakoc et al.30,31

derived an analytical model of an eddy current brake
(ECB) under time-varying magnetic fields. They investi-
gated the effect of the time-varying field on the braking
torque. To predict small fatigue cracks, Rosell and
Persson32 performed an eddy current contactless inspec-
tion based on finite element model and experiments.

The past investigations using eddy current testing in
blade tip timing of rotating blades have been predomi-
nantly experimental and have ignored the accuracy of
the timing measurement, which depends on the blade
deformation and clearance between the blade and the
sensor. They also ignored the geometry effects on the
measurement and have just concentrated on extracting
response frequencies. As the requirements from the BTT
system becomes more stringent, for example using multi-
ple sensors to extract bending and torsional responses
from blades with a complex geometry, the optimization
of the measurement system cannot be undertaken experi-
mentally. Further development of BTT systems therefore
requires detailed models of both the sensor and the rotat-
ing bladed disk. Hence, for the first time, quasi-static 2D
and 3D finite element models of the electro-magnetic
field are developed in this article to simulate the inte-
grated measured output and to investigate the effects of
blade tip geometry, clearance, and rotational speed on
the ECS output. A rotating blade with simple geometry,
passing a single eddy current sensor, is used to under-
stand the modeling difficulties and requirements. One
important example of these difficulties, highlighted in this
article, is the more stringent requirements on the finite
element mesh at the interface between the rotating and
stationary parts of the model. The simulated sensor out-
put has the same form as outputs obtained from the
many experiments in the literature.

This article is arranged as follows. The principle of
eddy current sensor in monitoring a moving target is
described in section ‘‘Mechanics of ECS in monitoring a
moving target.’’ The governing equations for modeling a
moving target in an electro-magnetic field are presented
in section ‘‘Governing equations for modeling of ECS.’’
A numerical method for blade tip timing using an eddy
current sensor is described in section ‘‘The simulation of
blade tip timing using an ECS,’’ where mesh details and
boundary conditions are presented. Finally, section
‘‘Simulations for the moving bladed disk and ECS’’ con-
tains a parametric study and concluding remarks.

Mechanics of ECS in monitoring a moving
target

In this section, the concept of eddy current monitoring is
described. Eddy currents are generated when a conductive

material moves through a permanent magnetic field, or
when an alternating magnetic field acts on a conductive
target. These cases correspond to a passive ECS and an
active ECS, and both types of sensors have been used for
BTT measurements. In the case of an active ECS, the
operating principles are understood as follows.20

An alternating current in the coil of the ECS gener-
ates a time-varying magnetic field formed around the
coil. If an electrically conducting target is moving past,
the primary magnetic field penetrates the moving object
causing a variation of the magnetic flux through it.
Following Faraday’s law of induction, this induces a
flow of electric current, named the eddy current. The
induced currents in the target generate a secondary
magnetic field that acts against the primary magnetic
field as shown in Figure 1. Therefore, a change in the
impedance of the coil is captured by the sensor.
Measuring the change in the coil impedance is related
to the gap between the sensor and the target, and com-
mercial sensors are calibrated so that the sensor output
gives the relative displacement. A passive ECS works in
a similar way, except that a permanent magnetic field is
generated, and the motion of the conductive blade
through the magnetic field generates eddy currents.
These eddy currents generate the secondary magnetic
field, which is measured by the sensor. The magnetic
field needs to vary to generate an output in the sensor
coil and hence a passive ECS essentially measures velo-
city. Thus, a passive ECS is not used as a displacement
sensor, but does work well for blade tip timing where
the blade is always moving past the sensor. The model
in this article considers a passive ECS.

Governing equations for modeling of ECS

In this section, the model of an eddy current sensor for
a moving target is developed. For a moving target,

Figure 1. The eddy current sensor concept.
Source: Inspired by Pohl et al.33
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Maxwell’s equations (equations (1)–(4)) along with
constitutive relations (equations (5) and (6)) and the
magnetic and electric material properties of the target
are used to describe the electro-magnetic field in terms
of sources as31,32

r3 H = J +
∂D

∂t
ð1Þ

r3 E = � ∂B

∂t
ð2Þ

r � D= r ð3Þ

r � B= 0 ð4Þ

D= eE ð5Þ

B=mH ð6Þ

where H is the magnetic field strength, B is the magnetic
flux density, E is the electric field, D is the displacement
flux density, J is the current density, r is the charge den-
sity, m is the magnetic permeability, and e is the electric
permittivity of the medium.

In the particular problem of an eddy current sensor,
the electric current generated is composed of two parts

J = Jt + Js ð7Þ

where Jt is the current density induced in the electro-
conductive target neighbor with the coil sensor and Js

is the current density in the coil region of the sensor
generated by the voltage supply in this coil. Following
Ohm’s law for a moving conductor, along with the
presence of the magnetic field, the eddy current gener-
ated in the target is defined as

Jt =s E+ v 3 Bð Þ ð8Þ

where v is the velocity of the target and s is the conduc-
tivity of the target’s medium.

Satisfying two of Maxwell’s equations, equations (2)
and (4), the magnetic vector potential A and the scalar
potential u are defined as

E= �ru� ∂A

∂t
ð9Þ

B=r3A ð10Þ

Since the eddy current problem is a magneto-quasi-static
problem,34 the displacement current can be ignored, that
is, ∂D=∂t ’ 0. Therefore, substituting equations (6)–(10)
into equation (1) yields

r3 B=mJ +sm E+ v 3 Bð Þ ð11Þ

By rearranging the terms in equation (11) and replacing
the electric field and magnetic flux density by their
expressions in equations (9) and (10), we obtain, in terms
of A and u, the following magnetic governing equation

r3 r3 Að Þ � ms �ru� ∂A

∂t
+ v 3 r3 Að Þ

� �
=mJs

ð12Þ

The simulation of blade tip timing using an
ECS

In this section, a simulation of the distribution of an
eddy current generated by an ECS in a simple rotating
bladed disk (e.g. blisk) is described as a time-dependent
electro-magnetic 3D and 2D problem on a cross section
through the model. A simple model was considered in
this study to investigate the effects of gross changes in
geometry and highlights the effects of geometry para-
meters on the BTT measurements. This presents a first
step toward realistic geometries where it is complicated
to change parameters easily. To achieve this task, a
commercial FEA software package, COMSOL
Multiphysics�,35 was used.

Geometry details of the two-dimensional and three-
dimensional model

The two-dimensional (2D) and three-dimensional (3D)
geometry of the model were generated based on the
design parameters given in Table 1. As shown in
Figure 2, the bladed disk (or blisk) is composed of a
disk with radius R and four simple rectangular blades
of length l and width b. A rectangular surface of length
ls and width ws in the 2D geometry and a correspond-
ing cuboid volume in the 3D geometry were considered
to simulate an eddy current sensor separated by an air
gap d from the blade tips as shown in Figure 3(b).

The essential part of the problem is the definition of
the rotating and non-rotating regions of the model as
separate geometric objects. Therefore, to discretize the

Table 1. Specifications of the bladed disk configuration.

Description Name Measurement Unit

Rotational speed of the
rotor

O 2000 min–1

Radius of the rotor hub R 100 mm
Blade length l 100 mm
Blade width b 5 mm
Sensor width ws 10 mm
Sensor length ls 40 mm
Gap between sensor and
blade tip

d 5 mm

Radius of moving
surrounding air circle

Ra 202 mm

Radius of static
surrounding air circle

Rs 307 mm

Coil excitation Vcoil 1025 V
Number of turns in the
coil

N 10 turns

4 Advances in Mechanical Engineering



2D and the 3D domain of the model, a steady rotation
of the rotor is imposed.

The surrounding air is added to the geometry as cir-
cular surfaces (a cylindrical volume for the 3D domain)
which enclose the rotating and non-rotating parts of the
model, respectively (the surrounding air is highlighted
in Figures 3 and 4).

The geometry is cut along the air gap (shown in
Figure 3(b)) into two adjacent parts: one including the
fixed part of the model which consists of the sensor
and some surrounding air, and the other containing the
moving part composed of the blisk and some surround-
ing air, as shown in Figure 5. The moving and static
regions are then coupled using the ‘Form Assembly’
option in COMSOL, which allows a controlled discon-
tinuity in the scalar magnetic potential at the interface.

Boundary conditions and physics applied

After creating the different regions of the model, the
boundary conditions at the interface are generated. At
the interface between the rotating part and the static
part, the continuity of the magnetic scalar potential
must be enforced in the global fixed coordinate system.
Also, a quasi-static approximation is applied where the
displacement current density is ignored. Based on this
approximation, the total current in the model arises

from the eddy currents induced in the moving blades
and those externally applied through the permanent
field generated by the eddy current sensor.

The COMSOL software uses two approaches to
solve Maxwell’s equation, using either the magnetic
vector potential or the magnetic scalar potential. The
magnetic vector potential allows for current-carrying
domains and hence is used to solve coil and conducting

Figure 2. The model geometry: (a) 2D model and (b) 3D model.

Figure 3. The geometry of the (a) surrounding air of the 2D
model (b) air gap.

Figure 4. The geometry of the surrounding air of the 3D
model.

Figure 5. The geometry of the moving and static parts: (a) 2D
model and (b) 3D model.
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domains. It can be modeled with Ampere’s law feature
in the software and is the most general formulation. On
the other hand, the magnetic scalar potential introduces
fewer degrees of freedom and ensures a better accuracy
of the magnetic flux density coupling when it is used to
enforce the continuity of two sectors and therefore it is
used to solve air regions. This formulation is included
as the Magnetic Flux Conservation feature in the soft-
ware. In the 2D model, the formulation of Ampere’s
law is applied in all domains. However, in the 3D
model, the two formulations are combined and referred
as a mixed formulation, where the conductive part of
the rotating part (e.g. the blisk) is modeled using
Ampere’s law feature, whereas the nonconductive part
(i.e. the surrounding air, both rotating and static) are
modeled using Magnetic Flux Conservation feature for
the scalar magnetic potential based on the assumption
that the magnetic field is curl free in the no-current
region. This gives a significant decrease in the computa-
tional time and increases accuracy of the pair coupling
given by the scalar formulation at the common bound-
ary that separates the rotating part from the static part.
Finally, the blisk and sensor are assumed to be solid
aluminum. The eddy current sensor is modeled using
the COMSOL interface called Coil Domain which
models a conductive domain subject to a lumped exci-
tation, such as voltage, current, or power. For better
convergence, a closed curve in the scalar potential
region (e.g. air region) should not contain a magnetic
vector potential region that is carrying a current (e.g.
coil region). Therefore, an additional cuboid region
modeled with Ampere’s law was added to surround the
sensor (as shown in Figure 6) to enhance the electro-
magnetic model convergence. In addition, the coil vol-
tage was ramped up from 0 to 1V over 0.25 s

(approximately eight rotations of the blisk), so that
excessive transients are not excited. The rotational
speed is assumed to equal O=2000 r/min. The model
is then simulated in the time domain for 0.3 s.

Mesh details of the 2D and 3D model

In terms of meshing, triangular elements were used in
the discretization of the 2D model while in the 3D
model, tetrahedral elements were used, as shown in
Figures 7 and 8, respectively.

A refinement across the entire volume of the blades
is performed since the eddy currents are at their highest
density in the blades. In addition, due to the creation of
an assembly, the two parts (rotating and static) are
meshed separately, as shown in Figures 7 and 8 by the
distinct positions of the mesh nodes on each side of the
interface. A fine mesh is used on the Continuity
Boundary, in particular the rotating part of the
Boundary is meshed more finely than the stationary
part of the Boundary in order to make the continuity
applied at this boundary more accurate and the model
therefore more stable. These two parts with the corre-
sponding meshes always stay in contact at the cut
boundary for the two models, as highlighted in blue in
Figures 7(b) and 8(b). The moving mesh approach is
supported by COMSOL.

Since the mesh density varies from one domain to
the other through the geometry of the model, a mesh
refinement study has been performed to optimize the
computation time and obtain converged results.
Regarding the 2D model, it was noticed that the mov-
ing surrounding air domain (the highlighted surface in
Figure 9) has the most effect on the convergence of the
results and therefore the mesh of that domain was
refined by decreasing the mesh element size and there-
fore increasing the number of elements, as shown in
Figure 9. The total number of elements used was
23,920. Figure 10 shows the measured sensor signal cor-
responding to the mesh shown in Figure 9. In Figure
10(a), corresponding to the mesh shown in Figure 9(a)
with 12,638 elements, the high frequency noise is due to

Figure 6. Cuboid region modeled with Ampere’s law.
Figure 7. Mesh details of the 2D model: (a) bladed disk and
sensor and (b) the cut boundary.
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nodes passing at the interface. Increasing the number of
elements to 23,920, which corresponds to the mesh in
Figure 9(b), this high frequency noise decreases, as
shown in Figure 10(b).

Simulations for the moving bladed disk
and ECS

All results shown in this section were generated by the
COMSOL software for the fixed geometric parameters
in Table 1, apart from the parameter that is explicitly
varied. Figure 11 shows the comparison of the coil cur-
rent output corresponding to the 2D and 3D models,
generated for the same geometric parameters. The small
difference between the two models is probably due to
the effect of the thickness of the disk in the 3D model.
Overall, there is an excellent agreement between the two
models, giving confidence in the equivalence of the 2D
and 3D models in this configuration. Since the 3D mod-
els require significant computational resources (around
12h per simulation), the following results are obtained
from the 2D model.

Figure 12 shows the surface plot of the norm of the
magnetic flux density at the initial time, t=0s. The
magnetic vector potential is also shown by magnetic
flux lines induced thorough the plane of the bladed

disk. There is no variation or effect on the magnetic
flux lines since the blades are still static and the electro-
magnetic field is continuous across the surrounding air,
since a homogeneous material is assumed.

At t=0.0025 s, one of the blades passes the ECS,
and Figure 13 shows the variation in the induced mag-
netic flux lines. This variation is due to the interference

Figure 8. Mesh details of the 3D model: (a) bladed disk and
sensor and (b) the cut boundary.

Figure 9. Mesh refinement of moving surrounding air domain:
(a) 12,638 elements and (b) 23,920 elements.

Figure 10. Effect of mesh refinement on the coil current
output corresponding to different meshes: (a) 12,638 elements
(Figure 9(a)) and (b) 23,920 elements (Figure 9(b)).

Figure 11. Comparison of the coil current output for the 2D
and 3D models.
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between the primary magnetic field generated by the
ECS and the secondary magnetic field generated by the
blades moving past the sensor. This agrees with the con-
cept of ECS described in section ‘‘Mechanics of ECS in
monitoring a moving target.’’

Figure 14 shows the corresponding coil current out-
put captured by the sensor as a blade passes by. A peak
in the signal is obtained every time a conducting blade
enters the field of the sensor, which alters the magnetic
field through the induced eddy currents in the blades.
Figure 14(b) shows the shape of a single peak and
includes a line corresponding to the initial coil current
generated by the sensor. This gives a reference to deter-
mine when the blade is positioned at the middle of the
sensor, which gives information about the time of arri-
val of the blade at the sensor.

Figure 15 shows the effect of the variation of the
width of the moving blades. By increasing the width of
the blade, the amplitude of the sensor signal increases.
Also, as expected, we notice a translation of the time
corresponding to the peak of the signal since the width
is increasing. This is due to the large disturbance caused
by the larger blade width in the magnetic field.

Figure 16 shows the effect of the blade length varia-
tion on the induced voltage in the sensor. Increasing the
blade length increases the amplitude of the sensor signal
because the tip velocity increases.

This effect is further clarified by Figure 17, which
shows the magnetic vector potential over the geometry
of the model, corresponding to the shortest and longest
blades, among the different lengths used in Figure 16.
The discrepancy in the magnetic vector potential is
more pronounced for the longer blade (Figure 17(b))
than for the shorter blade (Figure 17(a)) and causes the
higher amplitude. Also, the signal corresponding to the
shorter blade (i.e. the blue line in Figure 16(a)) behaves
slightly differently to the other curves between the two
peaks. This is due to the impact of the rotor disk on
the induced eddy currents.

Figure 18 shows that the amplitude of the sensor sig-
nal increases with increasing radius of the disk. Since
the rotational speed is constant, increasing the radius
of the disk will increase the tip radius, and hence the
speed the blade passes the sensor. Hence, the amplitude
of the peaks in the induced voltage increases with the
disk radius.

Figure 12. Magnetic flux density norm (surface) and magnetic vector potential Z-components (contour) at t = 0 s: (a) whole model
and (b) a locally enlarged region.

Figure 13. Magnetic flux density norm (surface) and magnetic vector potential Z-components (contour) at t = 0.0025 s: (a) whole
model and (b) a locally enlarged region.
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Figure 19 shows the effect of the variation of the gap
(i.e. the distance separating the blade tip and the surface
of the sensor during the rotation of the bladed disk) on
the sensor output. There is a clear decrease in the signal
amplitude with increasing gap between the sensor and
the blade tip. This shows the sensitivity of the ECS to
small distance variations.

Finally, Figure 20(a) shows the effect of the rota-
tional velocity of the bladed disk on the sensor voltage.
This figure is difficult to interpret since there is no ref-
erence to the blade position. The output current curves
should be shifted so that the blade passes the sensor at
the same time, as shown in Figure 20(b). The amplitude
of the signal tends to increase with the rotational speed.
This sensitivity shows that the speed of the target mov-
ing past the sensor could be a source of error in the
BTT measurement.

Conclusion

This article has simulated a rotating bladed disk of sim-
ple geometry that is surrounded by a casing to which
an eddy current sensor has been attached. The aim was
to simulate the measurement process used for blade tip
timing method using ECS. ECS have been considered

Figure 14. The coil current output: (a) several blade passes
and (b) a single blade passing.

Figure 15. The coil current output with time for different
blade widths: (a) several blade passes and (b) a single blade
passing.

Figure 16. The coil current output with time for different
blade lengths: (a) several blade passes and (b) a single blade
passing.
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in this article due to their robustness in harsh environ-
ments. The governing equations modeling the magneto
electric field of a moving target have been described for
a quasi-static problem. A detailed description of the
geometry of the 2D and 3D models was described,
together with the meshing difficulties encountered due
to the rotation and the physics of the electro-magnetic
fields. The simulations gave sensor outputs that corre-
spond to those measured and reported in the literature.

The parameter studies showed that the eddy current
sensor output is sensitive to the air gap and the sensor
location, as well as to the rotational speed of the sys-
tem. This sensitivity can help to understand the errors
that could be introduced due to the inhomogeneities in
the blades or the disk and the time of blade passing can
be estimated more accurately by taking into

Figure 17. Magnetic flux density norm (surface) and magnetic vector potential Z-components (contour) at t = 0.0025 s: (a) blade
length l = 75 mm and (b) blade length l = 225 mm.

Figure 18. The coil current output with time for different disk
radius: (a) several blade passes and (b) a single blade passing.

Figure 19. The coil current output with time for different
blade gaps: (a) several blade passes and (b) a single blade passing.
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consideration these effects. Moreover, this investigation
in the sensitivity of the eddy current signal to different
model parameters lead to fix strategically these para-
meters in order to increase damage sensitivity and in
terms of experimental work, the voltage picked can be
chosen with no influence of the blade. Furthermore,
this modeling approach can be utilized to design and
optimize blade tip timing systems with multiple sensors,
complex geometries, and coupled vibration responses;
such studies will be the subject of future research.
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