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Confinement and manipulation of electron plasmas in a multicell trap

N. C. Hurst,1, a) J. R. Danielson,1, b) C. J. Baker,1, c) and C. M. Surko1

Department of Physics, University of California San Diego, 9500 Gilman Drive, La Jolla, California 92093,
USA

(Dated: 1 January 2019)

Experiments are described that further the development of a multicell Penning-Malmberg trap which will
enable the accumulation and long-term confinement of larger numbers of charged particles (e.g., positrons)
than is presently possible. In this scheme, the particles constitute non-neutral plasmas which are confined
separately in a parallel array of storage cells. Experiments are presented in which pure electron plasmas are
transferred from a large-diameter “master cell” trapping region into four smaller, parallel “storage cells,”
three of which are offset from the magnetic symmetry axis. The physics of the transfer process is discussed,
as well as the confinement properties of plasmas in the storage cells. We show that plasmas can be transferred
into the storage cells and held there for up to a day or more using the rotating wall technique, provided the
plasma radius is sufficiently small compared to that of the cell wall. Experiments regarding the confinement
of plasmas with kilovolt space charge are discussed. Recommendations are provided for future efforts with
high-capacity multicell traps.

I. INTRODUCTION

Non-neutral, single-component plasmas have been
studied extensively in the laboratory, motivated by a va-
riety of interesting physical properties and several im-
portant applications.1–3 These plasmas are typically con-
fined in a Penning-Malmberg (PM) trap,2 a device where
radial confinement is achieved using a strong, axial, ap-
plied magnetic field, and axial confinement is achieved by
biasing a set of cylindrical electrodes to create an elec-
trostatic potential well. Excellent confinement proper-
ties are routinely observed in PM traps, since the canon-
ical angular momentum of the plasma is constrained
due to the cylindrical symmetry.4 As a result, PM de-
vices have become a standard for storing and manipu-
lating large numbers of antiparticles (e.g., positrons or
antiprotons).3,5 In this application, the trapped antipar-
ticles typically constitute a cylindrical plasma which ro-
tates about its axis due to the E × B drift. By creat-
ing ultra-high vacuum (UHV) conditions and countering
outward radial particle transport with the so-called “ro-
tating wall” (RW) technique,6,7 the antiparticles can be
kept from annihilating, and can be stored for days or
more.3

This technology has had a substantial impact on the
field of antimatter science. For example, PM traps have
been used in the first laboratory realization of stable,
trapped antihydrogen.8 Cryogenic positron plasmas have
been used recently to generate positron beams with nar-
row energy spreads,9 with applications in antimatter
chemistry and atomic physics. Some applications require
large bursts of positrons, which can be accomplished in
the laboratory using a PM trap; they include efforts to
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create a Bose-condensate of positronium molecules10 and
efforts to create and study an electron-positron plasma.11

However, there are practical limitations to the number
of charged particles which can be stored in a PM trap.
The plasma generates a space-charge potential which is
given approximately by

|φ(r = 0)| = eN

4πε0L

[
1 + 2 ln

(rw
rp

)]
, (1)

(SI units) on the cylindrical axis, where ε0 is the per-
mittivity of free space, e is the electron charge, rp and
rw are the radius of the plasma and of the trap elec-
trodes, N is the number of particles, and L is the axial
length of the plasma. Thus, for given trap dimensions, N
is constrained by the confinement voltage Vc applied to
the endcap electrodes. Voltages of Vc ∼ 1 kV have been
implemented successfully,12,13 but higher voltages can in-
troduce plasma heating and other deleterious effects.

To circumvent these problems, a multicell trap design
was proposed,14 where many separate plasmas can be
confined simultaneously in an array of parallel PM traps
called “storage cells.” In this way, the individual plas-
mas are electrically shielded from one another, and so N
can be increased without increasing φ. Experiments were
conducted with electron plasmas in a single PM trap to
analyze the feasibility of the multicell concept.12,15 Here,
N ∼ 1010 was achieved using Vc = 1 kV, and it was esti-
mated that N ∼ 1012 could be possible using a multicell
device with 21 cells.

The operation of a multicell trap is expected to in-
volve a considerable number of procedures which have
not been previously studied in detail. Described here
are tests of a prototype multicell device which includes
a large-diameter “master cell” and four small diameter
“storage cells,” three of which are offset from the mag-
netic symmetry axis. The principal goals were to: de-
velop a robust mechanical structure for the multicell trap
electrodes; demonstrate the ability to move plasmas off
of the magnetic axis and deposit them in off-axis cells;



2

optimize plasma confinement in off-axis cells with space
charge potential ranging up to a kilovolt; establish that
plasmas can be held for hours or more in off-axis cells
using the RW technique; operate multiple cells simulta-
neously; and keep particle losses at a minimum. One
of the primary challenges is to counter outward radial
expansion of the plasma. This can be accomplished in
principle using the RW technique, strong cooling via cy-
clotron radiation in a high magnetic field (i.e., several
tesla),16 and careful engineering of the electrodes to avoid
transport due to mechanical or electrical asymmetries.17

We report here that plasmas have been transferred suc-
cessfully into off-axis cells of the prototype multicell trap,
where they were confined using the RW technique for
more than a day in certain cases. However, progress was
limited due to poor confinement in the storage cells, likely
due to asymmetry-induced expansion. Accordingly, the
goals of high space charge and multiple cell operation
have yet to be realized.

The remainder of the paper is organized as follows.
Details of the experimental apparatus are given in Sec.
II, radial displacement of plasmas in the master cell is
discussed in Sec. III, the physics of the transfer process
is discussed in Sec. IV (between coaxial cells) and Sec.
V (non-coaxial), and storage cell confinement studies are
given in Sec. VI. Related experiments with kilovolt con-
finement potentials are given in Sec. VII. Finally, con-
cluding remarks are made in Sec. VIII, including recom-
mendations for future efforts with multicell trap devices.

II. EXPERIMENTAL SETUP

The prototype multicell trap apparatus12,18 is shown
in Fig. 1, including a computer model of the electrode
structure and a schematic diagram of the storage cell
arrangement. Cell A shares its symmetry axis with the
master cell (M), while cells B, C, and D are offset. The
electrodes are constructed from gold-plated aluminum.
They are electrically isolated by Macor ceramic spacers.
The structure is held together in compression by a set of
threaded titanium rods.

Typically, plasmas are generated in the master cell,
then transferred into one of the four storage cells,
and finally diagnosed using a phosphor screen which is
mounted to the end of the structure and biased to +5
kV. The blue line in Fig. 1(b) indicates a typical spi-
ral trajectory of a plasma from the master cell axis to
an off-axis storage cell using autoresonant excitation of
the diocotron mode (see Sec. III for details). The en-
tire structure is placed inside a vacuum chamber which
is evacuated to pressure ∼ 10−9 torr. It is immersed in
an axial magnetic field of B = 4.8 T which is approx-
imately uniform over the region of the electrodes, with
variations δB/B <∼ 0.01. The dimensions and locations
of the master cell (M) and storage cells (A-D) are given
in Table I.

The storage cells were built with different radii rw in

A

FIG. 1. Geometry of the multicell trap apparatus, includ-
ing (a) a solid computer model of the electrodes, and (b) a
schematic of the master (M) and storage cell (A-D) layout
in the plane perpendicular to the magnetic field. Also shown
in panel (b) is a typical spiral trajectory of a plasma when
driven toward an off-axis cell (blue line, see Sec. III).

order to determine experimentally the minimum accept-
able dimensions. In principle, the number of cells that
can be arranged in a specific vacuum and magnet system
scales as r−2

w , and so smaller storage cells are beneficial
as long as the radial confinement is sufficiently good.

The arrangement of the electrodes and the experimen-
tal procedure are shown schematically in Fig. 2. The
master cell consists of five electrodes M1-M5. Electrode
M4 is partitioned into four equal azimuthal segments,
which are used to apply a rotating transverse electric field
for RW compression of the plasma,6 as well as to launch
and detect asymmetric electrical signals. The storage
cells each consist of six electrodes, S1-S6 (where the la-
bel “S” refers generically to a storage cell). Electrodes
A5, B4, C4, and D4 are segmented just as cell M4 in order
to apply RW compression in each cell. The distance be-
tween the confining electrodes is called the “trap length”
Lt; the plasma length L can be calculated from the trap
dimensions and the plasma properties.19 These lengths
can be varied by biasing different electrodes,18 however
for most of the data presented here, the longest available
trapping region was used (e.g., plasmas are trapped be-
tween M1 and M5 or between S1 and S6). A flat electrode
called the front plate (FP) provides electrical shielding
between the master and storage cells, in order to min-
imize asymmetry-induced transport in the storage cells
(i.e., due to the master cell electrodes). It has circular
holes matching the radii of the storage cells, and it is
electrically connected to the electrodes S1 on each of the
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FIG. 2. Experimental procedure in the multicell trap: (a)
plasmas are generated in the master cell; (b) they are dis-
placed across the magnetic field; and they are (c) transferred
into and (d) held in a storage cell.

Cell rw [mm] Lt [mm] (r, θ) [mm,◦]

M 38 155 (0,-)

A 8 150 (0,-)

B 8 150 (30, 345)

C 6 150 (30, 225)

D 4 150 (30, 105)

TABLE I. Geometry of the master cell (M) and storage cells
(A-D) in the prototype multicell trap apparatus, including the
wall radius rw, axial trapping length Lt, radial and azimuthal
location (r, θ).

storage cells.
Experiments are conducted in the following manner.

First, plasmas are generated in the master cell using a
heated-cathode electron source located in the fringing re-
gion of the magnetic field nearest the master cell. During
plasma generation, electrode M5 is biased to the con-
finement voltage Vc (typically −100 V), M1 is biased
to voltage V1 where 0 < |V1| < |Vc|, and the electron
source is biased to voltage Ve, where |V1| < |Ve| < |Vc|.
In this way, electrons can become trapped by scatter-
ing energy into the perpendicular direction while tran-
siting the master cell electrodes.20 Once trapped, the
plasma cools via cyclotron radiation in the strong mag-
netic field to a temperature T ∼ 0.1 eV, on a timescale of
τc ∝ B−2 ≈ 0.2 s.16 Most of the plasmas discussed here
have particle number N ≈ 108 − 109, radius rp ≈ 0.5− 3
mm, peak density n ≈ 105 − 107 mm−3, space charge
potential φ ≈ 10− 40 V (master cell) or 5− 20 V (stor-

age cells) and length L ≈ 100− 140 mm (master cell) or
130− 140 mm (storage cells).

The RW technique is used in the master cell to reduce
the plasma radius, so as to facilitate transfer into the
storage cells. Since the symmetry axis of cell A coincides
with that of the master cell, plasma transfers into cell
A are accomplished by holding electrodes M1 and A6
at voltage Vc, and grounding M5 and A1 for some time
such that plasma streams along the magnetic field into
the storage cell (in some cases, electrodes A2-A5 are also
biased, as discussed in Sec. IV). Alternatively, plasmas
can be generated directly in cell A using the technique
described above.

In order to transfer the plasma into the off-axis cells
(B, C, and D), it must be displaced across the magnetic
field. This is accomplished using autoresonant control
of the m = 1 diocotron mode,15,18,21 which is a type of
E×B drift wave where m is an azimuthal wavenumber.
The plasma is moved radially outward in a spiral pattern
using a chirped drive signal applied to one segment of
electrode M4. The drive signal is turned off when the
radial location of the plasma coincides with the storage
cells, at which point the transfer procedure (described
above for the coaxial cell) is initiated. After the trans-
fer, the plasma in the storage cell is isolated by biasing
electrode S1 to voltage Vc, and the RW technique is im-
plemented in the storage cell to counter expansion.

The areal (i.e., 2D) density profile of the plasma is then
diagnosed destructively using the phosphor screen and
a CCD camera. Here, the confinement electrode near-
est the screen (i.e., M5 or S6) is grounded, such that
the plasma streams along the magnetic field onto the
phosphor screen (master cell plasmas can only be imaged
when passing through the storage cells). The resulting
fluorescent light is recorded by a CCD camera located
in the fringing magnetic field on the side of the screen
opposite the electron source. The resolution of the CCD
diagnostic is about 55 µm/pixel, and the signal-to-noise
ratio is of order 102. Additionally, plasma waves (e.g.,
diocotron modes) can be diagnosed in situ by receiving
electrical signals on the segmented electrodes.

III. AUTORESONANT DIOCOTRON DRIVE

The dynamics of plasmas in the master cell during au-
toresonant control of the diocotron mode have already
been discussed in detail.18 Here, we provide a brief sum-
mary of those results in the broader context of the mul-
ticell trap research.

It was shown previously that plasmas in a standard
PM trap could be positioned accurately in the plane per-
pendicular to B using autoresonant manipulation of the
m = 1 diocotron mode.15,21 The diocotron mode is a
type of E×B drift wave unique to non-neutral plasmas,
where the wave propagates perpendicular to the mag-
netic field. For wavenumber m = 1, the diocotron mode
corresponds to a circular drift orbit of the plasma about
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the symmetry axis due to image charges induced in the
conducting boundary. If the plasma is long (rw/L � 1)
and the radius is small (rp/rw � 1), it can be treated
as an infinite line charge, and the mode is described as a
nonlinear oscillation with frequency

fd =
eN

4π2ε0BLr2w

[ 1

1− (d/rw)2

]
, (2)

where d is the displacement of the plasma from the axis.
In the storage cells, Eq. (2) is accurate to within a few
percent. However in the master cell, the ratio rw/L is not
small, and so the mode frequency is changed due to 3D ef-
fects. Diocotron frequencies in the master cell have been
predicted accurately using a numerical model19 based on
prior analytical work.22

The diocotron mode is driven by a transverse electric
field, for example, by biasing one segment of the RW
electrodes (M4 or S4). When the frequency of the drive
signal is swept, the plasma oscillation can lock to the
drive and adjust its mode amplitude accordingly; this
phenomenon is known as autoresonance.21 In the master
cell, a chirp waveform is applied to the drive electrode,
which causes the plasma to move radially outward with
a spiral trajectory [as depicted in Fig. 1(b)]. The drive
signal is terminated when the plasma reaches the desired
radius. Cell B corresponds to a displacement in the mas-
ter cell 0.58 < d/rw < 1; cell C, 0.63 < d/rw < 0.95;
and cell D, 0.68 < d/rw < 0.89. However, in order to
successfully transfer plasmas, it is advantageous to po-
sition them close to the storage cell symmetry axis at
d/rw = 0.79 (see Sec. V for details).

Under some conditions, it was observed that autores-
onant diocotron drive in the master cell caused the
plasma to expand significantly at large mode amplitudes
d/rw >∼ 0.6.18 Furthermore, the plasmas were completely
destroyed upon reaching a critical mode amplitude of
d/rw ≈ 0.85−0.9. Alternatively, it was shown that when
short master cell plasmas (L ∼ 40 mm) were used, the
transport was minimal and excitation to d/rw ≈ 0.95 was
possible, although this reduces the particle storage capac-
ity (cf. Eq. 1).18 Confinement of plasma in the storage
cells is difficult when rp/rw is sufficiently large (as dis-
cussed in Sec. VI), and so expansion during autoresonant
drive is undesirable. The expansion is thought to be due
to a combination of asymmetry transport17 due to the
driving field and rotational pumping23 due to the curved
confinement potentials, although spatial variations of B
may also play a role.18,24 Plasma destruction may be as-
sociated with the driving field,25 which is strong near the
gaps between the segmented electrodes (although these
events have not been diagnosed directly in the master
cell). On the other hand, when the drive amplitude is too
small, the diocotron mode either fluctuates significantly
about the drive signal or completely fails to lock.18 With
these considerations in mind, the autoresonant diocotron
excitation should be accomplished quickly and with as
weak a drive field as possible in order to reduce expan-
sion and avoid plasma destruction.

IV. ON-AXIS TRANSFER

In this section, we discuss the process of transferring
plasma from the master cell into the coaxial storage cell
A. The more complicated situation of non-coaxial trans-
fer is considered in the next section. These experiments
begin with a plasma located on the symmetry axis of the
master cell, with electrodes M1, M5, A1, and A6 biased
to voltage Vc = −100 V. At t = 0, electrodes M5 and
A1 are ramped to ground within 1 µs, allowing plasma
to stream along the magnetic field into cell A. At some
later time t, they are biased once again, isolating the
plasma in cell A, which is then diagnosed and compared
to the initial plasma. In these studies, the transferred
plasma has the same radial distribution as the initial
plasma, indicating that the dynamics are purely axial.
The primary metric for these experiments is the “trans-
fer efficiency,” defined as the ratio of the particle num-
ber transferred into the storage cell to that of the initial
plasma Ns/N0. Although the free axial expansion of a
pure electron plasma has been studied previously,26 the
situation is complicated here due to the difference in the
wall radius of the two cells.

In general, the transfers can be characterized as “fast,”
where the plasma quickly reaches a collisionless axial
equilibrium on the order of a few bounce periods (i.e.,
τb = 2L/vT ∼ 1 µs, where vT is the thermal veloc-
ity); or “slow,” where the plasma equilibrates axially due
to collisions on timescales >∼ 1 ms. The fast transfer
scheme exhibits a phenomenon called “anti-shielding,”
where the plasma density is reduced in the vicinity of a
positive potential (i.e., since particles are accelerated).27

In this way, the storage cell density is reduced relative to
the master cell due to a potential drop associated with
the differing wall radii [cf. Eq. (1)]. Alternatively, dur-
ing the slow transfer (collisional equilibrium) the plasma
density adjusts to maintain constant potential between
the two cells, resulting in a higher density in the storage
cell. Transfers with unity efficiency can be achieved on
slow timescales by creating a potential well in the stor-
age cell (i.e., by biasing electrodes A2-A5 to +100 V).
However, slow transfer into the off-axis cells is compli-
cated due to diocotron mode dynamics (see Sec. V for
details).28 Note that unity efficiency can be achieved on
intermediate timescales by adiabatically shortening the
confinement region (i.e., by “squeezing” the plasma into
the storage cell), although this may result in heating of
the plasma.

Data are shown in Fig. 3 for the coaxial transfer effi-
ciency as a function of the transfer time t for two different
initial plasmas with N0 = 1.5 × 108 and 5.2 × 108. For
both plasmas, rp ≈ 1 − 1.2 mm. Both data sets show a
similar trend: The efficiency is approximately constant at
short times (fast transfers, Ns/N0 ≈ 0.2−0.3 for t <∼ 10−4

s), then it grows and becomes roughly constant again at
long times (slow transfers, Ns/N0 ≈ 0.5−0.6 for t >∼ 10−2

s).
The transfer efficiency can be understood by using a
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FIG. 3. Coaxial transfer efficiency Ns/N0 from the master cell
into cell A as a function of time t after the barrier is removed.
Data are shown for N0 = 1.5 × 108 (red circles) and 5.2 ×
108 (blue triangles), where fast transfer events correspond to
times t <∼ 10−4 s.

simple model to describe the steady states. The density
and potential are taken to be constant in each cell, with
a discontinuity at the interface. Thus, the potential in
each cell (M and A) is given by Eq. (1) where the lengths
L and parameter η ≡ 1+2 ln rw/rp are constants for each
cell, and the number of particles in each cell Nm and Ns
are to be determined. For the fast (collisionless) steady
state, we enforce conservation of particles N0 = Nm+Ns,
continuity of particle flux at the interface Nmvm/Lm =
Nsvs/Ls, and parallel energy in each cell

mev
2
m = 2e(φ0 − φm);

mev
2
s = 2e(φ0 − φs − Vs),

(3)

where v is the axial velocity of electrons in each cell, me

is the electron mass, φ0 is potential of the initial mas-
ter cell plasma, and Vs represents a uniform bias applied
to the electrodes of the storage cell. Combining these
expressions gives a quadratic formula for the transfer ef-
ficiency:(

1 +R3
L

ηs
ηm

)(Ns
N0

)2
+(−4πε0VsLmR

2
L

eηmN0
−R2

L − 2
)Ns
N0

+ 1 = 0, (4)

where RL ≡ Lm/Ls is the ratio of plasma lengths in each
cell, and the efficiency is given by the lesser root of Eq.
(4) for which 0 < Ns/N0 < 1.

With the front plate serving as the boundary be-
tween the two cells, we estimate that Lm = 0.23 m
and Ls = 0.18 m for N0 = 108 and rp = 1 mm, so
RL = 1.28. In this case, if Vs = 0 V then Ns/N0 ≈ 0.36.
The roots become imaginary for Vs < −1.9 V (for which
Ns/N0 ≈ 0.66), since the model becomes invalid due to
particle trapping. The efficiency can be increased by ap-
plying a small negative voltage Vs to the storage cell elec-
trodes, or decreased using a positive voltage (due to anti-
shielding). It can also be increased by reducing RL, for

FIG. 4. Coaxial fast transfer efficiency Ns/N0 as a function
of bias Vs applied to the cell A electrodes. Here, N0 = 108,
rp = 1 mm, and the data are compared to a simple model
(dashed) which is described in the text.

example by using a shorter master cell plasma (e.g., only
spanning electrodes M4 and M5). However, this also re-
duces N0 and therefore may be detrimental to the goal
of maximizing Ns.

In order to study anti-shielding in the storage cell, ex-
periments were conducted where a uniform bias Vs was
applied to electrodes A2-A5 during the transfer. Figure
4 shows the efficiency in the collisionless regime (t = 100
µs) as a function of Vs, for a plasma with N0 = 108

and rp = 1 mm. As expected, a positive bias reduces
the efficiency due to anti-shielding, and vice versa for
small negative bias; although larger negative voltages re-
duce the efficiency due to the trapping of electrons in
the master cell. Although the model seems to capture
the qualitative features of the experimental data, it fails
to predict Ns/N0 quantitatively, especially near Vs = 0.
The disagreement is not surprising given the simplicity
of Eq. 3. A more accurate description would likely need
to account for variation of L with φ and the finite extent
of the interface region.

On collisional timescales, the plasma shields the inter-
face by adjusting its density to maintain equipotential
along the field; thus, the efficiency (with Vs = 0) can be
calculated in a similar way by enforcing φm = φs. This
results in

Ns
N0

=
1

1 +RLηs/ηm
≈ 0.56. (5)

This prediction is consistent with the data in Fig. 3.
However, on collisional timescales, unity efficiency can
be achieved by applying a sufficiently deep potential well
(i.e., with Vs > 0). Thus, the collisionless regime is char-
acterized by anti-shielding behavior, and the efficiency
can be improved by biasing the electrodes negatively. In
contrast, the collisional regime is characterized by regular
shielding, and efficiency can be improved using a positive
bias.
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V. OFF-AXIS TRANSFER

The transfer of plasmas into the off-axis cells is compli-
cated relative to the coaxial case described in Sec. IV due
to the transverse E×B drift dynamics. In this case, the
plasma is excited to a large-amplitude circular diocotron
orbit using the autoresonant drive technique described
in Sec. III, and the potential barrier separating the mas-
ter and storage cells is lowered as the plasma azimuthally
transits the storage cell location. The resulting dynamics
have been investigated previously,28 and are summarized
briefly here.

When the barrier is lowered (i.e., electrodes M5, FP,
and S1 are grounded), the electrons transit both cells,
bouncing between potential barriers at electrodes M1 and
S6 just as in the coaxial case. However, since the plasma
is located off the axis of the master cell (and possibly
also that of the storage cell), the plasma induces image
charges in the wall of each cell and undergoes transverse
diocotron-like drift motion. Since the axial bounce mo-
tion is rapid (∼ 1 MHz) relative to that of the diocotron
orbits (1-10 kHz), the plasma behaves as a rigid column,
and so the dynamics can be described by averaging the
image field over the bounce cycle.

An example of this behavior in cell C is shown in Fig.
5, including CCD images of the electron density and the
trajectory of the plasma density centroid. Here, the stor-
age cell orientation is chosen such that the master cell
symmetry axis lies on the negative x−axis. Over the first
half of the first orbit, the plasma experiences a transient
phase where outer particles are lost to the wall and the
radius decreases. After this, it settles into a stable, quasi-
elliptical orbit within the bounds of the storage cell, but
offset from its axis. Figure 6 shows the particle num-
ber, plasma radius, and displacement in the storage cell
frame over the course of six orbit periods, corresponding
to the data in Fig. 5. In this case, the perpendicular drift
dynamics occur on intermediate timescales (i.e., between
the slow and fast regimes of the axial dynamics). The
impact of the drift orbits on the axial transfer dynamics
is not yet well understood, and is left for future work.

Also shown in Fig. 5 are predictions for the orbit due
to a simple model.28 Here, the plasma is treated as a
line charge (rp → 0) drifting under the influence of the
bounce-average of the image field in the master and stor-
age cells. Since the plasma explores only a small portion
of the master cell (i.e., in r, θ) throughout an orbit, the
master cell image field is taken to be a constant. How-
ever, the plasma explores a fractionally larger range of
positions in the storage cell, so the full nonlinear form of
Eq. (2) must be considered.

These dynamics can be described by the Hamiltonian

H = −αd cos(θ) + ln(1− d2), (6)

where α is a parameter describing the influence of the
master cell relative to the storage cell, and the canoni-
cal coordinates are (pθ, θ), where pθ = (λB/2)d2 is the

canonical angular momentum and λ ≡ eN/L is the aver-
age line density.29 Plasma trajectories are given by con-
tours of constant H, and are plotted in Fig. 5 as ma-
genta lines. Following the initial transient (where the
plasma experiences particle loss), the plasma orbit shape
is in good agreement with Eq. (6) for α = 0.75.28 Un-
fortunately, α is difficult to calculate accurately due to
finite-length corrections in the master cell19 and axial dy-
namics at the interface between the two cells, similar to
that described in Sec. IV, so it is treated here as a fit
parameter. If the line density in the two cells λm and λs
are different (as the results in Sec. IV would suggest),
then α ∝ λm/λs, and α may change over time due to
axial relaxation (cf. Fig. 3) or particle loss.

The system described by Eq. (6) has a stable fixed
point given by

(d∗, θ∗) = (−α−1 +
√
α−2 + 1, π), (7)

where the drift contributions from the master and stor-
age cell exactly cancel. Previous work28 showed that the
plasma could be held stationary at this point by careful
choice of the initial placement of the plasma, although it
expanded quickly due to asymmetry transport.

The rapid particle loss observed in Fig. 5 is detrimen-
tal to the goals of multicell trap operation. However, if
the plasma is positioned initially near the storage cell
axis and the fast transfer scheme is used (cf. Fig. 3,
t < 100 µs), the bounce-average drift dynamics are unim-
portant. In this way, transfers can be conducted without
the complication of perpendicular drift motion, although
the efficiency is constrained due to the anti-shielding phe-
nomenon discussed in Sec. IV. Figure 7 shows measure-
ments of the transfer efficiency versus time during fast
transfer into cells A (on-axis) and C (off-axis), where
N0 = 2.5 × 108 and rp ∼ 0.5 mm. The data are almost
identical in the two cells, suggesting that the axial trans-
fer dynamics at these short timescales is independent of
the transverse location of the storage cell. Here, the mas-
ter cell plasma is shortened by biasing electrodes M2 and
M3 to voltage Vc = −100 V, so that RL ≈ 0.83 and the
efficiency is increased relative to the data in Figs. 3 and
4. In this case, the simple model in Sec. IV predicts
Ns/N0 = 0.49, close to the value ∼ 0.45 observed in Fig.
7.

Discussed elsewhere30 is a technique which has been
used to conduct transfers into an off-axis cell on interme-
diate timescales. Here, the bounce-average orbits were
damped toward the fixed point given by Eq. (7) using a
feedback circuit connected to the segments of electrode
B4. The plasma was held at this point and “squeezed”
axially into the storage cell by negatively biasing the mas-
ter cell electrodes. In this way, efficiency close to unity
was achieved for transfer into an off-axis cell.
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FIG. 5. Bounce-average diocotron orbit of a plasma spanning both the master cell and the off-axis storage cell C. (a) CCD
images of the electron density in the storage cell frame over the first period (t = 0 − 800 µs); (b) trajectory of the plasma
density centroid over ∼ 6 periods (t = 0− 5 ms). The orbits proceed in the counter-clockwise direction, and data are compared
to predictions of a simple model (magenta lines). See text for details. Adapted from Hurst et al. 28

FIG. 6. Properties of a plasma during a bounce-average orbit
in cell C, corresponding to the data in Fig. 5. (a) Total
particle number N0 (squares) and that in the storage cell Ns

(triangles); (b) plasma radius; and (c) displacement from the
storage cell axis.

VI. STORAGE CELL CONFINEMENT

Once the plasma has been transferred into the stor-
age cell (either on- or off-axis), the barrier separating the
master and storage cells is raised to voltage Vc = −100
V, thus isolating the transferred plasma from that re-
maining in the master cell. At this point, the remaining
master cell plasma can be returned to the axis by run-
ning the autoresonant chirp protocol in reverse.18 Here,
it can be combined with newly introduced particles, com-
pressed using the RW, and eventually used for a subse-
quent transfer event. Thus, particle loss can be mini-
mized, which is important for antimatter applications.

FIG. 7. Transfer efficiency over short timescales in the on-
axis cell (A, red circles) and an off-axis cell (C, black squares).
Similar equilibration time and collisionless steady states are
observed in both cells.

The plasma trapped in the storage cell can be compressed
and confined using the RW, and eventually extracted. In
this section, we present studies of the radial transport
and RW compression of plasmas trapped in the storage
cells.

Plasma has been transferred individually into each of
the four storage cells using the fast transfer technique,
although plasmas have not yet been confined in multiple
storage cells simultaneously. Shown in Fig. 8(a) is a
combination of four images of plasmas confined in each
of the storage cells; and their radial profiles are shown
in panel (b). The off-axis trapped plasmas are spatially
broader than the on-axis one due to expansion during the
autoresonant drive (cf. Sec. III).18

Shown in Fig. 9 is the normalized particle number
versus time for plasmas confined in each of the storage
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FIG. 8. Plasmas trapped in each of the four storage cells (not simultaneously), including (a) a combination of the four CCD
images, and (b) corresponding radial density profiles.

FIG. 9. Normalized particle number versus time (without RW
compression) for the storage cells A (black circles), B (blue
triangles), C (red squares), and D (green diamonds).

cells (without RW compression), where the initial plasma
radii range from 0.5 − 0.8 mm and N0 ∼ 8 × 107 (cells
A and B) or 4 × 107 (cells C and D). For the cells with
the largest radius (cells A and B), the plasma initially
expands without particle loss. When the edge of the
plasma reaches the wall (at t ∼ 10 s), particle loss com-
mences, and the plasma is completely gone within 100
s. The data for cells A and B are remarkably similar,
indicating that radial transport is not dependent on the
transverse location of the cell. In cells C and D, parti-
cle loss commences almost immediately following transfer
into the cell, although the loss rate is much higher in cell
D, likely due to the smaller wall radius.

Using the RW to counteract outward transport, plas-
mas have been held for > 24 hours in cells A and B,
but roughly 20% of the particles were lost over this time.
Plasmas were held in cell C for ∼ 2 hours, although this

FIG. 10. Compression and confinement of a plasma in cell C
using the RW (red circles); (a) the central density, (b) plasma
radius, and (c) particle number. Also shown are data for
which the RW is turned off at t = 15 s (blue triangles).

is likely not the limit. However, in cell D, the RW com-
pression was not sufficient to counter the rapid outward
expansion, and so plasmas could not be held in cell D for
longer than about 1 s. Plasma properties are shown ver-
sus time in Fig. 10 for RW experiments in cell C. Here,
the RW is implemented directly following the plasma
transfer, by applying phased sinusoidal voltages to the
segments of electrode C4 at a frequency of 2 MHz and
amplitude of 800 mV. The particle loss observed during
the first 5 -10 s appears to be associated with poor RW
compression of plasma at radii >∼ 0.3rw, possibly due
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FIG. 11. Free relaxation of a plasma in cell A (on-axis), in-
cluding (a) radial density profiles at t = 0, 2, 5, and 20 s (red
to blue), and CCD images of the electron density at (b) t = 0
and (c) t = 5 s. The low-density feature in the images near
x/rs = y/rs = 0.1 is due to a defect in the phosphor screen.

to strong asymmetry-induced transport and/or higher-
order terms of the RW field. However, the remaining
particles reach a high-density steady state which persists
as long as the RW is enabled. The particle loss shown in
Fig. 10 can be avoided if the initial radial extent of the
plasma is sufficiently small. However, this requires that
expansion be kept at a minimum during the autoreso-
nant drive and the transfer process.18 A second data set
is also shown where the RW is turned off at t = 15 s.
Here, outward expansion is observed, although in this
case the particle number is conserved since the plasma
remains isolated from the wall throughout the time of
observation.

In general, the free radial transport in the storage cells
(i.e., without the RW) is characterized by the presence
of a low-density tail, or “halo” in the density distribu-
tion, which has been observed previously in response to
applied asymmetries.31 This is demonstrated in Fig. 11,
which shows (a) the evolution of the radial density profile
in cell A, and CCD images of the areal electron density
distribution at (b) t = 0 s and (c) t = 5 s for a plasma
with N = 109. The halo forms and reaches the wall
within ∼ 5 s, after which the density profile decreases
in an approximately self-similar way. These data im-
ply that the radial transport increases substantially near
the periphery of the cell relative to that near the center.
Halo transport was observed ubiquitously in this proto-
type multicell device, as was the associated particle loss
to the wall. It is thought to be associated with asymme-
tries due to structural twisting and kinking of the storage
cell electrodes, likely related to the mechanical (compres-
sional) design of the multicell structure which, in retro-

FIG. 12. Particle number versus time throughout the fill and
confinement periods, for Vc = −0.1 (red circles), −0.25 (green
triangles), −0.5 (blue squares), −0.75 (magenta diamonds),
and −1 kV (cyan triangles). The fill was terminated at the
vertical dashed line.

spect, lacked azimuthal rigidity.

VII. HIGH VOLTAGE CONFINEMENT

In the preceding sections, confinement voltages of
Vc = −100 V were used exclusively in order to study
the physics of cell-to-cell transfer, bounce-average or-
bits, and plasma confinement in the storage cells. How-
ever, in order to confine large numbers of particles (N ∼
1011− 1012), a practical multicell trap would need to op-
erate with potentials on the order of kilovolts.15 To this
end, a set of basic plasma confinement experiments were
conducted in cell A with Vc ranging from −0.1 to −1 kV.

Plasmas were generated directly in cell A by biasing
electrodes A1 and A6 to voltages V1 and Vc = −100 V
as usual, but electrodes A2-A4 were biased to voltage
Vs > 0 in order to create a deeper potential well. Once
the desired particle number was reached (typically, filling
the well so that φ ≈ −Vs), electrodes A1 and A6 were
ramped up to voltage Vc = −Vs and then electrodes A2-
A4 were ramped to ground. The plasma was then held in
this state, and diagnosed using the phosphor screen and
CCD camera by grounding electrode A6.

Figure 12 shows the measured total particle number
N as a function of time, for confinement voltages Vc =
−0.1, −0.25, −0.5, −0.75, and −1 kV. Here, the well is
filled over the course of 2.5 s, at which point (shown by
the dashed vertical line) the plasma is isolated and the
confinement is studied. For Vc = −100 V, N ≈ 109 is
achieved, and particles are eventually lost on a ∼ 60 s
timescale (in agreement with Fig. 9).

For Vc = −1 kV, N approaches 1011. However, this re-
sult is misleading. The experiments with Vc = −0.75 and
−1 kV show that N remains constant over time, rather
than eventually decaying like the other cases. This ap-
pears to be due to the formation of a steady-state dis-
charge where electron losses are replenished by ionizing
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the background gas in the trapping region. This phe-
nomenon is discussed in further detail below.

Figures 13(a-d) show radial density profiles of the
plasma throughout the filling and confinement periods,
for Vc = −0.5 and −1 kV. During the fill process, the cen-
tral density quickly reaches a maximum, at which point
the profiles grow radially. For Vc = −0.5 kV, the profile
evolution is similar to that in Fig. 11 for Vc = −0.1 kV.
Here, the halo develops quickly and reaches the wall dur-
ing the fill process; then, during confinement the profile
decays almost self-similarly. For Vc = −1 kV, the steady-
state discharge is observed, beginning during the fill and
persisting throughout the confinement period. Here, the
plasma obtains a steady-state profile consisting of a high-
density core, a low-density tail, and a sheath region close
to the wall.

Figures 13(e-h) show CCD images of the plasma den-
sity for Vc = −0.5 and −1 kV, both 2 s into the filling
period and 2 s into the confinement period. In all cases,
low-density non-axisymmetric structures can be seen in
the region outside the plasma core, indicating the exis-
tence of non-diffusive, wave-like transport. Interestingly,
these structures are observed both in the steady-state
regime [Vc = −1 kV, panel (h)] as well as in the decay-
ing regime [Vc = −0.5 kV, panel (f)]. Alternatively, the
data in Fig. 11 for Vc = −0.1 kV show an axisymmet-
ric density distribution, consistent with diffusive radial
transport.

We describe here a possible mechanism for the steady-
state discharge phenomenon, although further data are
needed to verify this description. Figure 13 demon-
strates that there is a substantial outward flux of elec-
trons toward the wall. This liberates electrostatic energy
and results in heating of the plasma. In this way, the
plasma can be heated to the point where collisions be-
tween plasma electrons and background neutrals can re-
sult in ionization, thus providing a source of electrons and
a sink for thermal energy. The discharge is continuously
driven by the power supply which holds the trap elec-
trodes at constant potentials. The ions, which are born
in a deep negative potential well, are presumably lost ra-
dially to the wall at a faster rate than the electrons due
to the large gyroradius.

When the electron source dominates over losses to the
wall, the potential well is eventually filled with electrons.
At this point, electrons can also be lost axially through
the applied potential barriers, and so the source is bal-
anced by both radial and axial losses. Axial losses have
been detected as a current of ∼ −5 nA to the phosphor
screen. These steady-state discharges have been found to
persist for at least an hour without any active control. In-
terestingly, the diocotron mode amplitude was observed
to vary periodically at roughly 1 Hz, which may be in-
dicative of various instabilities.

VIII. SUMMARY AND CONCLUSIONS

Presented here are the results of a comprehensive set of
experiments with electron plasmas in a prototype multi-
cell Penning-Malmberg trap, with the goal of long-term,
high-capacity positron storage.12,14,15 The major objec-
tive of this project was to transfer plasmas from a large-
diameter master cell into each of four small-diameter
storage cells, both coaxial and non-coaxial, and to hold
them in the storage cells using RW compression for hours
or more. The goal is to do this with minimal particle
losses (since antiparticles are difficult to produce) and
with plasma space charge potentials ranging up to a kilo-
volt so as to maximize the storage capacity of the trap.
Long-term objectives are to operate multiple storage cells
simultaneously, and to develop a robust multicell elec-
trode design that can be scaled up to accommodate a
greater number of storage cells. Some of these goals were
realized, while others remain for future research and de-
velopment.

Here, we have demonstrated successful transfer of
plasma into each of the four storage cells. In some cases,
long-term confinement in both on-axis and off-axis stor-
age cells was achieved using RW compression. Interesting
plasma behavior was observed and studied during each
step of the multicell trap operation. However, plasmas in
the prototype device were subject to rapid radial expan-
sion and particle loss thought to be associated with elec-
trical and mechanical asymmetries. Due in part to these
problems, we were unable to achieve the goals of long-
term confinement of plasma in the smallest storage cell
(rw = 4 mm) and good confinement in the largest storage
cell (rw = 8 mm) with space charge potential exceeding
0.5 kV. Simultaneous operation of multiple storage cells
has not yet been attempted due to lack of necessary elec-
trical equipment.

The axial dynamics of the plasmas were studied during
transfer into the on-axis storage cell. Two regimes were
identified: A fast regime (t <∼ 100 µs) where the plasma
reached a collisionless equilibrium between the master
and storage cells, and a slow regime (t >∼ 1 ms) where the
plasma equilibrated axially due to collisions. In the fast
regime, the transfer efficiency was reduced due to anti-
shielding phenomena. In the slow regime, unity efficiency
is possible by creating a potential well in the storage cell.

Plasmas were displaced across the magnetic field to the
location of the off-axis cells using autoresonant drive of
the diocotron mode.18,21 However, under most conditions
they expanded significantly during this process, with neg-
ative implications for the subsequent transfer into and
confinement in the storage cells. Transfer into the off-axis
cells was further complicated by a novel type of hybrid
diocotron orbit due to the axial bounce-average of the im-
age field in the master and storage cells.28 These orbits
take place on intermediate drift timescales between that
of the fast and slow axial transfer dynamics. However,
other work shows that, through careful manipulation of
these orbits, one can achieve transfer efficiency approach-
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FIG. 13. Evolution of the average radial density profile with time (a-d), and snapshots of the density distribution (e-h) during
the fill and hold periods with high-voltage confinement potentials, where the fill is terminated at t = 2.5 s. Panels (a), (b), (e)
and (f) correspond Vc = −0.5 kV for times (a) t = 0.5, 0.75, 1.0, 1.5, 2.0, and 2.5 s; (b) 2.6, 3.5, 4.5, 7.5, and 12.5 s; (e) 2 s;
and (f) 4.5 s. Panels (c), (d), (g), and (h) correspond to Vc = −1 kV for times (c) t = 0.5, 0.75, 1.0, 1.5, 2.0, and 2.5 s; (d) 2.6,
3.5, 4.5, 7.5, 12.5, 22.5, and 52.5 s; (g) 2 s; and (h) 4.5 s. Time proceeds from red to blue in panels (a-d), as indicated by the
arrows. Note the development of a steady-state discharge for Vc = −1 kV. The low-density feature at (x/rs, y/rs) ≈ (0.1, 0.1)
is due to a defect in the phosphor screen.

ing unity.30

In general, plasma confinement in the storage cells was
relatively poor. It appears that mechanical asymmetries
in the electrode structure led to the formation of a low-
density “halo” which propagates radially away from the
plasma core and eventually reaches the wall. The RW
technique was capable of containing only particles near
the storage cell axis; thus, in order to confine plasmas
without particle loss, the plasma must have initially small
dimensions (rp/rw � 1) and relatively weak radial trans-
port.

In the largest storage cell (B) at low space charge, these
conditions were largely met and plasma was confined for
over a day with only minor losses. In the smallest stor-
age cell (D), the transport was sufficiently rapid that the
RW was not able to contain the plasma, which was lost
to the wall within about 1 s. Additional confinement
studies in the on-axis storage cell (A) showed that the
transport rate increased as the space charge potential
was raised above 100 V, thus heating the plasma. For
potentials exceeding 500 V, a steady state discharge was
observed, likely due to ionization of background neutrals.
This could be avoided by improving the vacuum, which
would require better pumping and better conductance
through the electrode structure.

Our recommendations for future efforts in research and
development of the multicell trap concept are the fol-
lowing. Most importantly, the radial transport must be
minimized, both in the storage cells and during plasma

manipulation. In order to accomplish this, the plasma
must be kept in a region of uniform magnetic field24,
it must be kept at a relatively low temperature (i.e.,
through cyclotron cooling)16, and the confinement re-
gion must be azimuthally symmetric to a high degree of
accuracy.17 The prototype apparatus suffered from me-
chanical asymmetries due to the compressional nature of
the design, which permitted the storage cells to deform
slightly. Future efforts would benefit significantly from
a more rigid design. Autoresonant displacement of the
plasma should be accomplished quickly to avoid expan-
sion. Expansion can be avoided somewhat by using short
master cell plasmas, but then many subsequent trans-
fer events are required to reach the storage cell capacity.
Transfer into a cell with pre-existing plasma, sometimes
called “stacking,”32 has been attempted but not studied
in detail. Preliminary experiments indicate that stacking
tends to cause radial transport and halo formation.

High-efficiency transfer of plasma into off-axis cells can
be conducted on slow or intermediate timescales, but care
should be taken to avoid expansion during this process as
well; otherwise, fast transfers with lower efficiency can be
implemented without expansion. The storage cell wall ra-
dius should be sufficiently large compared to the plasma
radius to prevent losses during the early stages of RW
compression. One might also consider using higher-order
(e.g., quadrupolar) RW fields in order to provide com-
pression at larger radii. We anticipate that, by imple-
menting some combination of these techniques, the radial
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transport could be reduced to the point where multiple-
cell operation and long-term storage of plasmas with kilo-
volt potentials will be possible.
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